
 

 

 

 

 

 

 

 

PALRING BATTEN STRIP 
  PALRING Black Batten Tape is used to fasten and reinforce poly film in all 

greenhouse applications. 
 Durable and UV resistant. 
 Flexible and easy to use means a quick fastening method.  
 Weather resistant. Will not crack in cold weather. 
 Great for wind strapping, too.  
 Offers a reliable, safe fencing solution that maintains its attractive appearance, 

with little to no maintenance. 

 Offers safe, secure fencing that is lightweight, yet strong and easy to use. 
 Simply attach to your wooden fence posts using our unique. 
 Ideal also for horse and general all-purpose fence!  

 

 

TECHNICAL SPECIFICATIONS 
Parameter Units Specification 

Length of Roll ft (m) 300ft  (92m)   

Width  Inch (cm) 2" (5cm) 

Weight    0.77oz/yd (24g/m) 

Weight of a Roll  4.8lb (2.2kg) 

Diameter of Roll  14" (35cm) 

Breaking Strength lb (kg) ≥1320lb  (≥600kg) 

UV stability  At least 5 years 
 

 

The test data are based on an average taken over several production runs               

 And should not be considered or interpreted as minimum or maximum values. 

 Values are typical data and not limiting specifications. 

KEEPING YOU COVERED! 


